BELIZE BICYCLE

ElekTrike Assembly, Operation and Troubleshooting Manual

ElekTrike

Owner 's Manual & Assembly Instructions

Page 1 of 25



BELIZE BICYCLE

ElekTrike Assembly, Operation and Troubleshooting Manual
Revision 2020-08-07

Warnings

Failure to obey all the warnings and instructions in this manual may result in injury;

permanent damage to your ELECTRIC TRICYCLE, or legal problems.

e Always wear a properly fitted and fastened helmet when riding. This is required by law in
most states and is an important safety precaution. Failure to wear an approved safety

helmet can result in serious injury or death.
e Always obey all traffic laws.

o The purchaser, owner, and /or riders of this ELECTRIC TRICYCLE are directly

responsible to know and obey all local, state and federal laws regarding the riding and

use of this ELECTRIC TRICYCLE.

e Always ride cautiously maintaining complete control and a reasonable speed.

This Electric Tricycle is not suitable for stunt riding, jumping, competition, or racing.

o Al ways check that brakes and throttle function properly before each ride.
e Always tum the power off when not in use.

o Only one rider at a time. Riding double, or carrying a person or large object in the
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basket may interfere with your control of the ELECTRIC TRICYCLE and can result in
loss of control.

o Do not ride at night or in conditions when visibility is impaired unless you install head
lamps and tail lamps that make you visible to all pedestrians and vehicles. Wet weather
significantly detracts from brake performance. You will need more distance to safely stop
in the rain, or on a wet or icy street.

e Do not open or tamper with the batteries in any way. Doing so will cause chemical,
electrical and fire hazards.

e This product should not be used by minors without adult supervision.

o Do not tow, pull or be towed or pulled with the ELECTRIC TRICYCLE.

o Keep fingers away from moving parts and belt.

ALWAYS WEAR A HELMET
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FEATURES

Low Step-Through Frame Design
24" Chrome Wheels

Heavy Gauge Rear Spokes

Front V-Brake

Rear Coaster Brake

Large Rust Resistant Rear Basket
Comfortable Oversized Saddle
Locking Brake Levers

Chrome Fenders

Battery Level Gauge on Handlebar
Freewheel - No Motor Drag While Riding

Saddlc Scat

Front V-Brake

Charging Adapter

SPECIFICATIONS

Motor: 450-Watt High Torque

Maximum Speed :8 MPH (12.75kph)

Batteries: 24V 20AH SLA

Charging: 2-Step with Red-Green Indicator, 6-8 Hours
Adapter: 120V / 24.0V; UL / CE Approved

Controller: Variable 35A Current limited

Recommended Maximum Rider weight: 2201bs. (100kgs)
Recommended Maximum Basket Load: 30Ibs. (13.5kgs)
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e Total ELECTRIC BICYCLE Weight: 104Ibs. (50kgs)
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ELECTRIC TRICYCLE ASSEMBLY INSTRUCTIONS

MWarning!!! Gormier and Electrik Motion strongly recommend that a qualified
professional bicycle mechanic assembles your ELECTRIC TRICYCLE. Gormier and
Electrik Motion are not liable for any injury or damage due to improper assembly.

Be safe! Be secure! Have your ELECTRIC TRICYCLE professionally
assembled!

Start Here: Open Box 2 of 2. Carefully remove all parts and inspect for
damage.

'
-

Figure 1: SeatiRear Assembly Upside Down on Styrofoam

Set rear assembly (box 2 of 2) upside-down on Styrofoam. (See Figure 1:  Seat
Rear Assembly Upside Down on Styrofoam)
Install rear wheels (Wheels are located in Box 1 of 2)

Both rear wheels are the same. The right wheel will be the drive wheel and the left
wheel will be

the idler wheel. The hub has three holes that fit the pins on the axle on the drive
side.

Install the drive wheel on the right side first.
Place washer and large locking nut onto axle (See Figure 3).
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Tighten large locking nut just until washer and nut hold wheel onto axle with no side
to side play, making sure axle pins are fully engaged into the holes on the hub.

***CAUTION: Large nut will be tightened just until snug. Overtightening will damage
the

bearings.

Next, install the idler wheel on the left side. First slip the spacer on the axle, then the
wheel, followed by a washer and the locking nut (See Figures 2&3). Tighten nut until it
touches the beating. Make sure wheel has no side to-side play.

***CAUTION: Large nut will be tightened just until snug. Overtightening will damage
the bearings.

Double check that each wheel is securely installed, and confirm that the locking nuts
are tightened only until snug. Install nut cap on each locking nut.

Spacer, Left
Side Only)

Figure 3 Figure 2
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Continue with Box 1 of 2
Carefully remove all remaining parts and inspect for damage.

Rear Drive Assembly:

Note: Your Electric Tricycle consists of the front tricycle frame and the rear drive
assemblies preassembled with axle, motor and drive gears.

These two major components must be
assembled together as described below:

The rear drive assembly attaches to the front frame using 4 attachment bolts and
washers. See Figure 5). The assembly is described below:

Loosely install two large bolts into the rear holes closest to the axle of each side
flange of the rear drive assembly.

Place the bolt through the frame from the inside towards the outside and loosely
install the washers and nuts on the outside. Leave nuts loose so the main frame can
slide on (See figure 4).

Take main frame and tum upside down. Slide front frame on to bolts making sure the
frame is to the outside of each attachment flange on the rear drive assembly. Note:
place a small piece of cardboard under the seat post tube to protect the frame from
scratching. (See Figure 4). Install forward 2 bolts with nuts facing- to the outside. (See
Figure 4).

Slide -rear drive assembly as far forward as possible and tighten temporarily just
until snug.

Your rear drive assembly is now attached to the main frame.

Attachment Bolts and Washers Note:
Nuts and washers face outwards.
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Side Front Frainie On

To Rear Assembly

1 muma Craléa

Figure 4
Attaching Rear Drive
Assembly to Front- Frame

Leave your Electric Tricycle upside-down for the next important steps.

The drive chains must be correctly installed and adjusted for your Electric Tricycle to
operate properly. This step is critical for smooth, safe, long lasting operation.

Chain Installation: Figure 6
Locate 2 small drive chains.

Seconddry \
Dirive Chain _ Drive Chain
Figure 6 Chain Installation
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Primary Drive Chain: Install the shorter of the 2 chains around the 22-tooth rear
hub sprocket and the 22-tooth axle drive sprocket (See Figure 6).

Drive Chain Tension:
Now that the two chains are installed, loosen the 4 rear frame assembly bolts
allowing the rear frame assembly to slide back until the chains are tight.

Slide back and tighten the rear bolts snug and check chain tension.

“*WARNING: MAKE SURE BOTH CHAINS

ARE TIGHTENED UNTIL SLACK IS REMOVED.

Note: Chains are the correct length to allow both to be tightened evenly when the
rear drive assembly is pulled straight back.

Note: Be sure the rear drive assembly is square with the frame.

Note: Check each chain for correct tension. If a chain is loose, loosen attachment
bolt on the side of the loose chain side.

Pull frame back until chain is tight and retighten bolt.

If a chain is too tight, loosen attachment bolt, push frame lightly forward and re-
tighten.

Note: Once the chains are at the correct tension, be sure to tighten all 4 attachment
bolts securely. (Recommended torque: 36ft-Ibs)

While bike is upside-down, install front wheel and fender.

Front Fender Installation:

Fender secures onto fork with bolt.

Align front fender bracket with top fork hole so that the short end of the fender faces
front.

Attach fender brackets to fork with small screws.

Front Wheel Installation:
Install front wheel into fork.

Insert tooth of safety washer into safety hole at end of fork.

Install wheel nuts onto front axle, align front wheel and tighten securely:
(Recommended torque 21 ft-Ibs.)
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Fender Bolt and Nut

. Tender
=8 Screws
Sarery wasner
And Axle Nut o

Fender Bolt
~ And Nut

iy

Turn over your Electric Tricycle now:

Turn over the ELECTRIC TRICYCLE by lifting front wheel and leaving the rear wheels on

the ground (See Figure 7).

Inflate all three tires to 35 PSI

Handlebar Installation: Figure 8

Insert handlebar through stem.

Secure handle bar by tightening front stem binder bolt.
Insert stem into head tube.

Insert the stem to at least the minimum insertion line.
Secure stem by tightening the stem expansion bolt.
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Be sure to center the stem with the front wheel.

Handlebar

Stem Binder
Bolt

; White Reflector
Fork Head Tube

Figure 8 Handlebar Installation
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Brake Installation

Figure 8A Figure 8B

(1) Attach cable. (Figure 8A)

Attach the cable to the brake, threading it through the noodle (#2) and securing it
with the pinch bolt (#3) on the other arm. Slide the rubber accordion / protective boot
over the wire before attaching the pinch bolt.

Should be tight enough to hold the brake arms parallel (#s | & 4) to each other, but
obviously have a gap in between the brake pads and rim.

(2) Align brake pads,

Brake pads should be placed so they don't hang over the rim or hit the tire. Centered
on rim. Also, may want to toe them in. All this is accomplished with a 5mm Allen wrench
on the brake pad. Thanks to the adjustment washers you can angle the pad in a variety
of ways.

Note: You can also switch the washers around to bring the pads closer or further
from the

rim, by switching the sides of the small and large washers.

(3) Attach noodle. (Figure 8B)
Attach noodle (#2) with cable already installed into the bayonet fitting on the brake
arm (#1)

(4) Spring tension.

The little Phillips head screws located on each arm, near the mounting bolt.

Tightening this screw tightens the spring. More spring tension means the arm moves
further

from the rim. So, you want to tighten the spring of whichever arm is too close to the
rim.
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The goal, is to have the rim centered between the pads.

Figure 8C

Brake Handle Adjustments (Figure 8C)

Make sure the brake inhibit wire (# 1) is fastened securely into the brake handle by
turning the barrel screw firmly. The barrel adjuster knob (#2), is used to make fine
adjustments to the front brakes / pads assembled previously.

Throttle and Grip Installation: Figure 9

Slide throttle on the right side of the handlebar, do not tighten yet.

Slide right grip all the way onto the handlebar.

Adjust throttle into correct position and lighten small hex bolt on underside of throttle.
See Figure 9).

*CAUTION: DO NOT OVERTIGHTEN HEX BOLT!!

Slide the grip all the way onto the handlebar.

Tightening Bolt with HexgKey
I Do Not Over Tighten|
Figure 9 Throttle installation
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Throttle Diagnostic Codes Chart

Trouble question / Light RED YELL GRE SOLUTION
Status ow EN
(A) Check and see if the power cable is
disconnected or has broken.
(B) If Alis eliminated, check and see if the motor is
overheating. If YES, switch off the power and
Power not on or X X X restart it.
overheating of motor (C) If both A and B are eliminated, use the jump
wire to test. If mounting the jump wire helps,
check and see if the motor temperature switch
wire is disconnected or has broken. Jump wire
test procedures are below following this chart.
Malfunction of controller or Check and see if there’s something wrong with the
motor is not installed X X :'} power cable or if the motor / power cable is disconnected
’ or broken.
Overheating of controller X Vi X Check and see if the controller is overheating. If YES,
B switch off and restart.
Speed up protection is X Ve Vi Check and see if the controller is broken. If YES,
started =y 2 replace it with a new controller.
The battery voltage is less Vi X X Check and see if the battery voltage is lower than
than 20V A 20V. If YES replace it with a new battery.
Accelerator wire was Check and see if the throttle is not installed or loose
damaged or throttle is ;"} X ;"} on the handlebar or is broken.
disconnected. ’ ’
Malfunction of controller or Check and see if the controller or motor is over-
the motor is overloaded with g g X loading with current or is burned.

current.

When the trike is switched
on, the throttle is not in the ‘zero’
position.

Check and see if there is a malfunction of the throttle.
If YES replace it with a new throttle.

LEGEND

SYMBOL

INDICATION

X LED is not on

S LED is on

3% LED
blinking

is
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Jump Wire Testing

Figure 9A Figure 9B Figure 9C

In order to assist in troubleshooting the electronics on your electric tricycle a small
jumper wire (Figure (A) has been included with your tricycle for the purpose of the
“Jump Wire Test”. Figure (B identifies the location of the jumper to be tested. Figure 9C
shows how the jumper is inserted into the plug. If your trike is not functioning and you

need to perform the jump wire test as indicated above please perform the following.

The jumper wire is used for checking the controller's temperature protection
functions.

Steps:

(1) Plug the jump wire into the controller's connector as shown in the attached

picture. (Figure 9D)
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Figure 9D

(2) Switch on the trike.

If the trike is working, the problem must have been that the motor's wire controlling
the temperature has a bad connection or has broken.
Solution: Replace with a new wire controlling the temperature or replace the motor.

If the trike does not work, the problem must have been that the controllers wire
controlling the

temperature has a bad connection or has broken.

Solution: Replace with a new wire controlling the temperature or replace the
controller.

Seat and Seat Post Installation:
Inert seat post into frame. Insert to at least the minimum insertion line. Secure by
tightening the quick-release clamp firmly.

Attach seat to seat post by inserting seat clamp onto seat post.

Adjust seat to proper level. Secure by tightening nuts evenly on both sides of seat
clamp.
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Seat
Seat Post

Quick Release

Figure 10 Seat Installation

Rear Fenders:
Install reflectors on rear fenders with nut driver before the rear fenders are installed
on Electric Tricycle. See Figure 11

Figure 11 Reflector Installation

Install each rear fender onto the rear drive as shown in Figure 12.
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Tighten nuts and screws evenly.

Figure 12 Rear fender screws and nuts.

To install the basket, loosen the 4 basket attachment bolts and remove retaining bars.
Place basket centered on battery box.
Replace retainer bars and bolts and tighten. CAUTION: Do not open or misalign

battery box cover or foam.
... 18 ' vl ’_”fgf'

B Attachment Bolts s i

Figure 13 Basket Installafion

** WARNING: THE BASKET IS NOT INTENDED TO CARRY A CHILD
OR

ANY OTHER PASSENGER. DOING SO CAN RESULT IN SERIOUS
INJURY.

Chainguard Installation:

Install the chainguard around the crank arm on the right-hand side of the
ELECTRIC TRICYCLE.

Insert and tighten 3 screws.
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Pedal Installation:

Mount pedals onto crank:

NOTE: there is a left and right pedal indicated by an L or R on the end of
each pedal. Left pedal tightens left. Right pedal tightens, right. Tighten
pedals to a recommended torque of 23ft-Ibs.

Reflector Installation:
Install the red reflector on the basket. Install the white reflector to the front
reflector bracket on the headset.

Wire and Cable Routing and Securing:

Insert throttle wire into cable guides located on lower tubes of the
ELECTRIC TRICYCLE frame. Secure cables with additional plastic cable
ties as necessary to keep cables securely fastened.
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Troubleshooting

Observed Condition

Probable Cause

Remedy

When turning tricycle on with
the key switch, the lights on the
throttle flash through their
sequence. The green light is on but
no power goes to the tricycle when
the throttle is engaged.

The brake inhibit wire that
attaches to the brake lever needs to
be tightened.

Tighten the screw collar on the
brake inhibit wire that goes into the
throttle.

Try system reset (reset switch
by key).

When turning tricycle on, the
throttle light indicates an orange or
red light.

Battery not charged.

Charge battery.

When turning key on, no lights
are indicated on the throttle.

Battery may have become
disconnected.

Open battery compartment
under rear basket and ensure that
battery plugs (2) are attached.

When turning tricycle on with
key switch, lights on throttle go
through a sequence of flashes.

Possibility of problem with
controller or connection of wires.

See troubleshooting code
definitions above.

Range per battery charge is
declining.

Batteries must be charged after
every use and stored in a charged
state.

Charge batteries after each use
and often if tricycle is not being
used.

Tricycle does not achieve
distance of published range.

Batteries may not be charged.
Tire pressures should be checked.
Rider should be pedaling when
using motor.

Charge batteries often.

Check tire pressure before each
ride.

Pedal when using motor to
extend range per battery charge.
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¥ Throttle Lever
|8 s __ B Eigm _]_-q'

| T
| L .
7]

Figure 16 Charging Port
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Operating and Safety

Take time to familiarize yourself with your ELECTRIC TRICYCLE. Battery Level
Gauge
To turn on your ELECTRIC TRICYCLE, the Switch on the

battery case (See Figure 15) must be in the ON position.

To activate, use your thumb to SLOWLY depress the throttle

lever (See throttle lever in Figure 14)
IMPORTANT: Be sure to turn the throttle switch to the off
position after every use.

Always observe all traffic regulations, signals, stop, right of way etc.

Always give pedestrians a wide birth. Your ELECTRIC TRJCYCLE is quiet and
they may not hear you approaching.

Always ride like you assume that drivers, pedestrians and bicyclists do not know
that you are there.

Avoid high-speed sharp turns, as your ELECTRIC TRICYCLE may tip over.

Give yourself plenty of braking room. Your ELECTRIC TRICYCLE has the added
weight of a motor and batteries that extend braking distance.

Check all axle, motor mounting, and drive system mounting nuts and bolts before
each ride.

Check your tires for cuts, exposed casing or cords and proper inflation before
each ride.

Check your helmet for proper fit and damage before each ride. NEVER RIDE
WITHOUT A HELMET.
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Terms and Conditions

The Electric Tricycle comes to the original retail purchaser with a limited 180-day warranty from the date of purchase.
This warrants that this Electric Tricycle will be free from any manufacturing or material defects to the original retail purchaser
for 180 days according to the conditions listed below. The warranty will be valid upon receipt of product registration within
30 days of your date of purchase.

This Warranty is non-transferrable and valid under the following conditions:

(1) The set-up instructions were followed.

(2) The operational instructions have been followed.

(3) The warnings have been adhered to.

(4) Valid proof of purchase (dated sales receipt) is furnished upon request when claim is filed.

(5) Warranty Registration card is furnished upon request when claim is filed.

(6) Please contact your dealer (place of original purchase) for initial contact on any warranty related matters.

(7) A Return Authorization Number (RMA#) is required prior to shipping any item back. Any item returned without a Return
Authorization Number may be refused.

Your Warranty will not be extended to any products or components which have been subjected to misuse, accident,
used for other than its intended purpose, or to units which have been repaired or altered outside our factory or authorized
service centers. Your Electric Tricycle Warranty shall be declared null and void where such activities have occurred. Should
any warrantied part prove defective within the covered warranty period, the customer should call the Service Center for
Warranty Service. All parts, which are supplied as warranty replacements, shall assume the balance of the warranty on the
part returned for warranty consideration. Your Warranty assumes no liability beyond the repair or replacement of the faulty
component. Shipping and labor to accomplish any repairs is specifically excluded from this warranty. If a faulty component
or tricycle is returned to the service centre, labor will be provided free of charge but shipping to and from the service center
is the responsibility of the customer.

The following items are excluded from this warranty:

(1) Tubes and tires.

(2) Brake pads.

(3) Chains.

(4) Accessories and electrical parts other than original equipment.

(5) Batteries (after the 15 90 days) Batteries are warrantied to the original purchaser to be free from any manufacturing or
material defects for a period of 90 days. The warranty for the battery does not extend past the 90*" day.

The limited Warranty constitutes the entire warranty with respect to the product and is in lieu of all others, expressed
or implied, including any warranty or merchantability and / or warranty of fitness for a particular purpose. In no event is the
manufacturer responsible for any consequential damages of any nature whatsoever.

Notice:

The user assumes the risk of personal injuries, damages or failure of the tricycle or system and other losses if the
tricycle is used in any competitive or similar events. This Warranty gives you specific legal rights and you may have other
rights which vary from state to state.

For Technical or Warranty Assistance please contact:
Electrik Motion Service Center

Toll Free (866) 353-2245

Outside USA (845) 639-9046

Website: www.electrikmotion.com

Page 25 of 25




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


